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SECTION 907 -- FIRE ALARM AND DETECTION SYSTEMS

[F] 207.2.8 Group R-1. Fire alarm systems, smoke alarms and carbon monoxide alarms shall be |nstalled in
Group R-1 oceupancies as required in this section and Section 907.2.8.4. .

[F1907.2.8.4. Carbon monoxide alarms. For new construction, an approved carbon monoxide alarm shall
be installed by January 1, 2011, outside of each separate sleeping area in the immediate vicinity of the
bedroom in sleeping units within which fuel-fired appliances are installed and in units that have attached
garages. In a building where a tenancy exists, the tenant shall maintain the CO alarm as specified by the
manufacturer including replacement of the batteries.

[F]907.2.8.4.1 Existing sleeping units. Existing sleeping units within which fuel fired appliances exist or
that have attached garages shall be equipped with carbon monoxide alarms by July 1, 2044 2013,

[F1207.2.8.4.2 Alarm reciuirements. Single stafion carbon monocxide alarms shall be listed as complying
with UL 2034 and shall be installed in accordance with this code and the manufacturer's installation
instructions.

[F1207.2.9 Group R-2. Fire alarm systems, smoke alarms and carbon monoxide aiarms shalt be installed in
Group R-2 occupancies as required in Sections 907.2.9.1 through 907.2.9.3.

907.2.9.1 Group R-2 boarding homes. A manual fire alarm system shall be installed in Group R-2
occupancies where the building contains a boarding home licensed by the state of Washington.

.EXCEPTION: In bo-arding homes licensed by the state of Washington, manual fire alarm boxes in resident

sleeping areas shall not be required at exits if located at all constantly attended staff locations,

provided such staff locations are visible, continucusly accessible, located on each floor, and
positioned sc no portion of the story exceeds a horizontal fravel distance of 200 feet to a
manual fire alarm box.

[F] 207.2.9.3 Carbon moncxide alarms. Far new construction, an approved carbon monoxide alarm shall
be installed by Janoary 1, 2011, outside of each separate sleeping area in the immediate vicinity of the
bedroom in dwelling units. In a building where a tenancy exists, the tenant shall maintain the CO alarm as
specified by the manufacturer including replacement of the batteries.

[F] 907.2.9.3.1 Existing dwelling units. Existing dwelling units shall he equipped with carbon monoxide
alarms by July 1, 2041 2013.

[F] 807.2.10 Group R-3. Carbon monoxide alarms shall be installed in Group R-3 occupancies as required
in Sections 907.2.10.1 through 807.2.10.3.

[F]1 907.2.10.1 Carbon monoxide alarms. For new construction, an approved carbon monoxide alarm shall
be installed by January 1, 2011, outside of each separate sleeping area in the immediate vicinity of the
bedroom in dwelling units. In a building where a fenancy exists, the tenant shall maintain the CO alarm as
specified by the manufacturer including replacement of the batteries.

[F] 807.2.10.2 Existing dwelling units. Existing dwelling units shall be equipped with carbon monoxide
alarms by July 1, 2044 2013,

EXCEPTION: Owner-occupied Group R-3 residences legally occupied prior to July 1, 2010.

[F] 907.2.10.3 Alarm requirements. Single statidn carbon monoxide alarms shall be listed as compiying
with UL 2034 and shall be installed in accordance with this code and the manufacturer's installation
instructions.
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